LOCATE NEW #6 PULL BOX (P.B.)
AS NEAR AS POSSIBLE
TO EXISTING CURB.
TOP OF P.B. TO BE LEVEL u*H\EWE
WITH TOP OF CURB. =1 ‘;m";m;m;r

DIRT OR PLANTER
S
=] =

= D
/ JACK NEW CONDUIT UNDER
EXISTING CURB & GUTTER
OR REMOVE AND REPLACE
45 BEND (MAX.)

EXISTING CURB & GUTTER

M=

A

CURB AND GUTTER TO
NEAREST EXPANSION JOINTS
TO INSTALL CONDUIT.

CONDUIT PER SCHEDULE

PULL BOX INSTALLATION IN DIRT
NO SCALE

AREA OF EXISTING SIDEWALK
TO BE REMOVED AND REPLACED

(SEE NOTE)

BACK OF SIDEWALK
NEW #6 PULL BOX _\
EDGE OF NEW SIDEWALK

DOWELS REQUIRED
SEE DETAIL ST-12

EXISTING SIDEWALK

#4 REBAR, 2" FROM
OUTER EDGE OF BOX,
MIDSET INTO NEW PCC

JACK NEW CONDUIT UNDER
EXISTING CURB & GUTTER
OR REMOVE AND REPLACE
CURB AND GUTTER TO
NEAREST SCORE MARKS OR
JOINTS TO INSTALL CONDUIT.

6” MIN. BETWEEN
EDGES OF PULL BOX
AND NEAREST SCORE

MARK OR JOINT (TYP.)

CONDUIT PER SCHEDULE 45 BEND (MAX.)

PULL BOX INSTALLATION IN SIDEWALK
NO SCALE

NOTE: IF SIDEWALK IS GREATER THAN 9°, REMOVE AND REPLACE TO MIDDLE SCORE MARK.
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